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Preface 

The International Conference on Intelligent Computing (ICIC) was 

started to provide an annual forum dedicated to the emerging and 

challenging topics in artificial intelligence, machine learning, pattern 

recognition, bioinformatics, and computational biology. It aims to bring 

together researchers and practitioners from both academia and industry 

to share ideas, problems, and solutions related to the multifaceted aspects 

of intelligent computing. 

ICIC 2024, held in Tianjin, China, August 5-8, 2024, constituted the 

20th International Conference on Intelligent Computing. It built upon the 

success of ICIC 2023 (Zhengzhou, China), ICIC 2022 (Xi'an, China), 

ICIC 2021 (Shenzhen, China), ICIC 2020 (Bari, Italy), ICIC 2019 

(Nanchang, China), ICIC 2018 (Wuhan, China), ICIC 2017 (Liverpool, 

UK), ICIC 2016 (Lanzhou, China), ICIC 2015 (Fuzhou, China), ICIC 

2014 (Taiyuan, China), ICIC 2013 (Nanning, China), ICIC 2012 

(Huangshan, China), ICIC 2011 (Zhengzhou, China), ICIC 2010 

(Changsha, China), ICIC 2009 (Ulsan, South Korea), ICIC 2008 

(Shanghai, China), ICIC 2007 (Qingdao, China), ICIC 2006 (Kunming, 

China), and ICIC 2005 (Hefei, China). 

This year, ICIC 2024 received 2189 submissions from 15 countries 

and regions, we selected 133 Poster papers from the accepted 920 papers, 

included in two volumes. These two volumes of Poster papers will be 

arranged on the open access website http://poster-openaccess.com/. 

The volume Ⅰ includes 68 poster papers. 

The volume Ⅱ includes 65 poster papers. 

The organizers of ICIC 2024, including Eastern Institute of 

Technology, Ningbo, China, Tianjin University of Science and 

Technology, China University of Mining & Technology (Beijing), China 

University of Mining and Technology (Xuzhou), China, and North China 

http://poster-openaccess.com/
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University of Science and Technology, China, made an enormous effort 

to ensure the success of the conference. We hereby would like to thank 

the members of the Program Committee and the referees for their 

collective effort in reviewing and soliciting the papers. In particular, we 

would like to thank all the authors for contributing their papers. Without 

the high-quality submissions from the authors, the success of the 

conference would not have been possible. Finally, we are especially 

grateful to the International Neural Network Society, and the National 

Science Foundation of China for their sponsorship. 
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Abstract. Deep neural network-based target detectors cannot sufficiently extract 

effective features for detecting small-size pedestrians. In this letter, we propose 

a deep cascaded network framework for small-size pedestrian detection, which 

contains an Iterative Feature Augmentation module and a Residual Attention Fu-

sion module. Specifically, the Iterative Feature Augmentation module adopts bi-

linear interpolation sampling and channel reshaping in the deep backbone net-

work to achieve feature fusion at different scales. Moreover, we also introduce a 

feature fusion coefficient to select small-size features. The Residual Attention 

Fusion module is constructed by stacking attention modules, and the attention 

modules at different depths produce adaptive changes in perceptual features. 

Each attention module is a bottom-up feedforward structure and features are re-

constructed by residual connection between attention modules. Experiments on 

Tiny Citypersons, Caltech, and Tiny Person challenging datasets show that our 

proposed modules achieve significant gains, with an almost 10% improvement 

in pedestrian average miss rate and precision compared to baseline networks. 

Keywords: Cascaded convolutional neural network (CNN), Pedestrian Detec-

tion, Residual Attention, Image Processing. 

1 Introduction 

Pedestrian detection is critical in real-world applications in advanced driver assistance 

systems, disaster rescue, and video surveillance[1]. Although the current advanced sin-

gle-stage object detection algorithms such as SSD, YOLO series, and two-stage object 

detection algorithm Fast/Faster-RCNN, etc., have achieved the best performance on 

specific scene datasets (such as MS-COCO, ILSVRC).However, small-size pedestrians 

and low-resolution images(As Fig.1 shows) pose great challenges for these applications 

in real-life environments.  

Early pedestrian detection algorithms are based on hand-designed features and clas-

sifiers. Navneet Dalal et al. [2] propose a pedestrian detection algorithm based on HOG 

+ SVM, which has achieved good performance in the field of machine learning. Since 

HOG features are sensitive to noise, P Dollár, et al. [3] propose Integral Channel 
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Features (ICF) and train classifiers with multiple scales by using the cascade strategy 

of AdaBoost classifiers, achieving good accuracy. However, when the target size 

changes on a large scale, the performance of the hand-designed algorithms will be sig-

nificantly declined.  

 

 

Fig. 1. Some small-size pedestrians in Tiny Citypersons, Caltech, and Tiny Person. The mean 

and standard deviation of the average pedestrian size are 18.0 and 17.4 pixels respectively. 

Since deep learning technology has been applied to image[4] and video classifica-

tion[5], researchers have found that features obtained based on deep learning have 

strong hierarchical representation and good robustness. Pedestrian detection methods 

[6]-[12]based on deep learning are emerging. Angelova, A., et al. [13] propose a 

scheme for pedestrian detection using a cascaded convolutional network, drawing on 

the idea of cascading the AdaBoost classifiers, which significantly improves the detec-

tion speed while ensuring detection accuracy. However, the algorithm has not been 

studied for small pedestrian detection. Li, J., et al. [14] analyze the distribution of ob-

jects in the Caltech pedestrian detection database, and propose a method called SA-Fast 

RCNN. Since the features extracted by large and small pedestrians show significant 

differences, the author designs two sub-networks for detection separately, but multiple 

networks add a lot of parameters and inference time to the model. 

In addition to the above methods, feature fusion is widely used in the field of small-

size object detection as an effective method to improve network performance. Y. Liu 

et al. [15] design an encoder architecture combined with convolutional networks to ex-

tract multi-scale features and global context information, and use nested join structures 
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to reconstruct fused features, but the fusion of multi-scale and context features brings a 

huge amount of computation. Woo, S., et al. [16] use deconvolution instead of proxim-

ity interpolation in the upsampling module and add a normalization layer and activation 

function after the FPN[17] convolution layer to form an efficient convolution, which 

effectively unifies the multi-scale representation and semantic distribution, but intro-

ducing additional layers brings a large number of parameters. 

 

Fig. 2. An illustration of the first stage and the proposed Iterative Feature Augmentation (IFA) 

module. The whole process can be divided into two parts: deep-to-shallow iteration and feature 

fusion inside IFA. 

Attention mechanism [18]-[20] act as essential parts in detecting small-size targets. 

SENet[21] and DFN[22] enhance special channels by explicit feature selection. 

DANet[23] provides correlation between features by implementing channel attention 

modules and spatial attention modules. 

Based on the analysis of existing methods[24], we propose a new deep cascaded 

network. The proposed network consists of two stages: shallow fusion and reselection. 

In the first stage, the Iterative Feature Augmentation (IFA) module iteratively fuses 

multi-scale features through a feature weight coefficient; in the second stage, the Re-

sidual Attention Fusion (RAF) module learns and fuses features through multiple ran-

dom HEAD to select valid features. The major contributions of this letter are summa-

rized as follows: 

1. For small pedestrian targets, we design an Iterative Feature Augmentation (IFA) 

module with a weight coefficient to iteratively enhance the initial pedestrian fea-

tures and reduce the weight of uncorrelated noise. 

2. We propose a residual attention fusion (RFA) module that superimposes multiple 

attention layers and adds residual connections[25] between layers to focus, screen, 

and fuse  pedestrian features. The two modules are cascaded together to obtain 

valid features for target classification and bounding box prediction. 

3. We conduct experiments on different small-size pedestrian datasets, and the results 

show that the method we design could effectively reduce the miss rate of pedestrian 

detection, and all the results are better than the baseline network. 
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2 Method 

In this section, we will describe our method for small-size pedestrian detection in 

detail. 

 

2.1 Iterative Feature Augmentation  

As illustrated in Fig. 2, we propose the IFA module as a feature extractor to learn the 

initial features of the pedestrian in the first stage, and the whole process can be divided 

into two parts: deep-to-shallow iteration and feature fusion inside IFA. 

For iteration, we select four feature layers of different scales from a fully convolu-

tional neural network. The tensors are output in two forms after being processed by the 

IFA module, one is iteratively fused with the upper tensors as the input of the next IFA, 

and the other is input to the next stage after a 3x3 convolution layer. The process can 

be described mathematically as: 

 

                                               𝑃 = 𝑓(𝐶, 𝑓(𝐶′, 𝑓(𝐶′′, 𝑃′′)))                                               (1) 
 

where 𝑃′′  and 𝐶′ represent top-down features and bottom-up features, respectively, 

which must be consistent in the number of feature channels, 𝐶′′ represents   shallower 

features, and  𝑓 represents the IFA module. 

For feature fusion inside IFA, shallow network has smaller receptive fields and could 

capture more details, which is crucial for detecting small objects; while the deep net-

work has large receptive fields, which will contain too much background noise if de-

tecting small objects. However, the advanced semantic information from deep layers is 

necessary for object detection. 

Therefore, we use the idea of feature fusion of skip connection[25] for reference, 

firstly, the input tensor 𝑃′′ (𝐶 × 𝐻′ × 𝑊′) from deep is sampled by bilinear interpola-

tion to obtain a tensor of size (𝐶 × 𝐻 × 𝑊), and then a weight coefficient 𝜆 is intro-

duced to multiply with the element at each position of 𝑃′′. The tensor 𝐶′ from the mid-

dle layer ( 𝐶′ × 𝐻 × 𝑊 ) is reshaped by the channel to obtain a tensor of size 

(𝐶 × 𝐻 × 𝑊), and finally these two tensors are added by elements to obtain the output 

tensor. The process can be described mathematically as: 

 

                                                𝑃′ = 𝐶′ ⊕ (𝑓(𝑃′′) ⊗ 𝜆)                                                     
(2) 

 

where 𝑃′′ represents the upper layer features, 𝑃′ represents the next layer output fea-

tures, 𝐶′ represents the middle layer features to be processed, 𝜆 represents the feature 

weight coefficient, 𝑓 represents the bilinear interpolation function,  ⊕represents ele-

ment-wise addition, and ⊗ represents dot product.  

Full fusion (𝜆 =1) will introduce additional noise, so 𝜆 ranges from 0 to 1 and this 

process is called shallow fusion. 
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Fig. 3. The overall structure of the Residual Attention Fusion module. 

2.2 Residual Attention Fusion 

As shown in Fig. 3, we propose the Residual Attention Fusion module. By dividing the 

model into multiple heads and forming multiple subspaces, the model can focus on 

different aspects of information. The Multi-Head Attention in the figure above is Scaled 

Dot-Product Attention done multiple times and combined. We extend the ability of the 

model to focus on different locations by using multiple heads of attention, thus giving 

the residual attention model multiple seeds of expression. Specifically, the features 

from the previous stage are fed into the RAF after channel reshaping, and the first At-

tention Block has three inputs: 𝑞, 𝑘, and 𝑣. The values of 𝑞 and 𝑘 are the values of v 

plus the values of positional embedding to calculate the correlation. The process can be 

described mathematically as: 

                                                          𝛼 =
𝑞⸳𝑘

√𝑑𝑘
                                                                      (3) 

where 𝛼 represents the correlation coefficient and 𝑑𝑘 represents the length of 𝑘. 

Then calculate the input of the first Attention Block, express mathematically as: 

                                             𝐼𝑛𝑝𝑢𝑡(𝑞, 𝑘, 𝑣) = 𝑠𝑜𝑓𝑡𝑚𝑎𝑥(
𝑞⸳𝑘

√𝑑𝑘
)⸳𝑣                                    (4) 

For each Attention Block, we use two residual connections, Layer Norm [26] is 

used after each residual connection to ensure the stability of the feature distribution, 

and Dropout [27] is used after Multi-Head Attention to prevent overfitting. Not only 
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that, but we also add residual connections between Attention Blocks to ensure feature 

validity. Iterative fusion and residual fusion are cascaded together, and the features are 

subjected to class discrimination and bounding box coordinate prediction after passing 

through the linear layer and sigmoid function. 

3 Experiments 

In this section, we first demonstrate the effectiveness of the proposed method by 

showing the ablation studies on different datasets (Tiny Citypersons[28], Caltech, and 

Tiny Person[28]). 

 

3.1 Implementation Details 

Yu et al. [28] propose a scale-matching algorithm to unify the target scale among 

different datasets. Tiny Person is a small-size pedestrian dataset collected in various 

ways. The mean and standard deviation of the target size in the dataset are 18.0 and 

17.4. Tiny Citypersons is a small pedestrian dataset obtained by applying the scale 

matching algorithm to the Citypersons dataset. The pedestrian size in Tiny Citypersons 

dataset is similar to that of Tiny Person. The Caltech dataset is also scaled. 

We use the Pytorch framework to implement the proposed method, where the initial 

learning rate is set to 0.0001 and decays 0.1 per 30 epochs, batch size is 2, cross entropy 

loss is used as optimization. There is no special processing for the original image in 

data augmentation, only horizontal flip and vertical flip are used. We train 100 epochs 

per ablation experiment. 
 

3.2 Ablation Studies 

 

Generally speaking, object detection focuses on AP values. More specifically, it fo-

cuses on aps with different IOU values, such as those with IOU values of 0.75 and 

0.5. Pedestrian detection will also focus on AP, but generally focus on AP when the 

IOU is 0.5. In addition, Miss Rate will be paid attention to separately. MR means that 

the average miss rate of FPPI under 9 points uniformly taken in log space within the 

range of [0.01, 1]. That is, the average miss rate when FPPI is [0.0100, 0.0178, 

0.03160, 0.0562, 0.1000, 0.1778, 0.3162, 0.5623, 1.000] respectively. In general, the 

lower the MR, the better, and the higher the AP, the better. 

3.2.1 Ablation for weight coefficient 𝝀 

We introduce the feature weight coefficient to integrate more small target features 

into the fusion features and reduce the proportion of irrelevant features. To verify the 

validity of 𝝀, we perform ablation experiments at intervals in the IFA module. As can 

be seen from Table 1, when λ=0.3, the average miss rate on Tiny Citypersons can re-

duce to 29.25%, and the average precision can increase to 62.71%. On Caltech, the 
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average miss rate decrease to 45.64%, and the average precision rise to 46.21%. These 

results show that complete feature fusion will cause interference in small target detec-

tion, and the appropriate fusion ratio can improve the detection performance. 

3.2.2 Ablation for Attention Block 

As summarized in Table 2, we try stacking different numbers of Attention Blocks to 

build our network. In our experiment, there is an optimal value(layers=6) for the num-

ber of blocks, and when the number decreases or increases, it does not improve the 

performance of the network. 

Table 1. Studies of Weight Coefficient 𝜆.  𝜆 has a value range of 0-1, and 𝜆 =1 indicates com-

plete fusion 

 
𝜆 

Tiny Citypersons Caltech 

𝑀𝑅50 𝐴𝑃50 𝑀𝑅50 𝐴𝑃50 

0.2 32.17% 59.04% 51.73% 42.93% 

0.3 29.25% 62.71% 45.64% 46.21% 

0.4 32.05% 60.24% 48.51% 44.62% 

0.6 33.55% 59.20% 50.25% 43.68% 

0.8 34.10% 58.41% 50.41% 42.22% 

1.0 35.15% 57.91% 52.18% 41.84% 

 

3.2.3 Ablation for head of the Attention 

The multi-head mechanism of the attention module can learn features from different 

aspects. Abundant features are considered helpful for detecting targets, but it is not 

absolute. We vary the number of heads used for feature learning in the ablation exper-

iment and the results are shown in Table 3. The average miss rate of 8 heads is 4.75% 

lower than that of 4 heads and 4.4% lower than that of 16 heads. The average precision 

of 8 heads is improved by 8.16% and 4.84% compared to 4 heads and 16 heads, respec-

tively. 

Table 2. Studies of Layers of Attention Block. When Layers=6, the model achieves the best 

performance. 

 Tiny Citypersons 



8 

Layers of Attention 

Block 
𝑀𝑅50 𝐴𝑃50 

4 35.30% 56.25% 

6 29.25% 62.71% 

8 42.39% 55.12% 

 

3.3 Comparing With Other Methods 

We compare our method with other object detection methods on the Tiny Citypersons, 

Caltech, and Tiny Person datasets, respectively. Our experiments are carried out by 

integrating the proposed modules into the Detection Transformer framework, so we 

first conducted experiments with the DETR original model, respectively on Tiny 

Citypersons and Caltech datassets, and obtained corresponding results. 

      Subsequently, in order to prove the effectiveness of our design method, we con-

ducted experiments under unified experimental conditions, and the results obtained 

were summarized in Table 4. It can be seen that on the basis of the original method, on 

the Tiny Citypersons dataset, our designed method reduces the average false detection 

rate by nearly 10 percentage points and increases the average accuracy by 7 percentage 

points under the condition of 50 IOU. In the Caltech dataset, we respectively reduced 

the average false detection rate by 15 percentage points and increased the average ac-

curacy by 1 percentage point. 

Table 3. Studies of Number of Head in the Multi-head Attention Module. When Number=8, 

our method gains 29.25% miss rate and 62.71% average precision. 

 

Number of head 

Tiny Citypersons 

𝑀𝑅50 𝐴𝑃50 

4 34.00% 54.55% 

8 29.25% 62.71% 

16 33.65% 57.87% 

 

Table 5 shows the comparison between our method and Faster-RCNN method. 

Specifically, Faster-RCNN is pre-trained on five different data sets and then tested on 

Tiny Person data set. It can be seen that, although our average accuracy is slightly lower 

than that of the pre-trained Faster-RCNN on the MSM COCO, we can still reduce the 

average miss rate by two percentage points compared with the Faster-RCNN.  

At the end of the paper, we show some experimental results of our model on the 

test set, as shown in Fig.4. It can be seen that our model can still detect pedestrians at 

a high detection rate in different road scenes, even in areas where it is difficult for 

human eyes to recognize whether there are pedestrians, which indicates the effective-

ness of our method. 
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Table 4. Comparing With Baseline Network. Our experiments are carried out by integrating the 

proposed module into the detection transformer framework. 

 

Method 

Tiny Citypersons Caltech 

𝑀𝑅50 𝐴𝑃50 𝑀𝑅50 𝐴𝑃50 

DETR[29] 39.40% 55.08% 50.81% 36.39% 

Ours 29.25% 62.71% 45.64% 46.21% 

 

Table 5. Comparing With Other Methods. Other methods are pre-trained on different datasets 

based on Faster-RCNN. 

 

Method 
Tiny Person 

𝑀𝑅50 𝐴𝑃50 

ImageNet[4] 87.78% 43.55% 

COCO 86.58% 43.38% 

COCO100 87.67% 43.03% 

SM COCO 86.30% 46.77% 

MSM COCO 85.71% 47.29% 

Ours 83.51% 46.68% 

 

4 Conclusion 

In this letter, we propose a deep cascaded network for small-size pedestrian detec-

tion, which contains an Iterative Feature Augmentation module and a Residual Atten-

tion Fusion module. Shallow fusion proves that fusion of multi-scale features with ap-

propriate proportions is helpful to detect small pedestrian targets. Reselection starts 

from the overall feature map and focuses on the areas of interest and the residual con-

nection can help the network converge quickly. Experiment results show that our 

method has better performance on several challenging datasets, and the proposed mod-

ules obtain significant gains in the integration framework without introducing addi-

tional parameters and computation. 
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However, due to the large size of DETR model, its inference speed is greatly limited, 

and multiple attention modules make our model look very heavy. Therefore, in the fu-

ture, we hope to move towards a lightweight model so that it can be used in other areas. 

 

 

Fig. 4. Some detection results for small-size pedestrians in Tiny Citypersons, Caltech, and Tiny 

Person. 
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Abstract. The Transformer model, initially achieving significant success in the
field of natural language processing, has recently shown great potential in the
application of tactile perception. This review aims to comprehensively outline
the application and development of Transformers in tactile technology. We first
introduce the two fundamental concepts behind the success of the Transformer:
the self-attention mechanism and large-scale pre-training. Then, we delve into
the application of Transformers in various tactile tasks, including but not
limited to object recognition, cross-modal generation, and object manipulation,
offering a concise summary of the core methodologies, performance
benchmarks, and design highlights. Finally, we suggest potential areas for
further research and future work, aiming to generate more interest within the
community, tackle existing challenges, and encourage the use of Transformer
models in the tactile field.
Keywords: Tactile, Self-attention, Transformers, Self-supervision

1 Introduction

In recent years, the Transformer model [1] has caused a sensation in the world of deep
learning. In particular, the Transformer model has revolutionized diverse fields with
its attention mechanism. This mechanism allows the model to focus on different parts
of the input sequence, capturing long-range dependencies and improving performance
on various tasks. The Transformer's ability to handle sequential data has paved the
way for significant advancements, especially in the fields of natural language
processing (NLP) and computer vision (CV) [2].

In the field of NLP, Transformer continues to be a major driving force for
technological advancement [3, 4]. Apart from the well-known BERT [5] and GPT-3
[6], newer Transformer-based models have shown even stronger performance. For
instance, GPT-4 [7] offers more refined language understanding and generation
capabilities, applied to more complex language understanding, text generation, fine-
grained sentiment analysis, and other tasks; other models such as ELECTRA [8] and
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DeBERTa [9] have also shown outstanding performance, achieving unprecedented
results in multiple NLP benchmarks. These models optimize the training process and
parameter efficiency, achieving better performance with fewer parameters,
demonstrating the ongoing innovation and potential of Transformer models in the
NLP field. Additionally, cross-language models, like mT5 [10] and XLM-R [11],
utilizing Transformer technology, have greatly advanced research in machine
translation and cross-cultural communication. All the aforementioned examples
demonstrate the enormous potential of Transformer models in handling complex,
large-scale datasets, and their key role in the future development of NLP.

Similar to NLP, in the field of CV, Transformer models have demonstrated their
unique ability, particularly in processing spatial and temporal continuity in image data.
This technology has been widely applied to various tasks such as image recognition
[12], object detection [13], image segmentation [14], image super-resolution [15],
video understanding [16], image generation [17], text-image synthesis [18], and visual
question answering [19]. For example, models using Transformer technology can
create unprecedentedly realistic and innovative images in image generation tasks [20],
and in video understanding, they can identify and interpret dynamic images more
accurately [21].

However, in the field of tactile technology, the application of Transformer models is
still in its early stages. Tactile technology plays a crucial role in understanding the
state and characteristics of objects, such as their shape, posture, texture, and material
[22, 23, 24, 25, 26, 27]. Optical tactile sensors like GelSight [28], GelTip [29],
TacTip [30], and DIGIT [31] offer higher-resolution tactile images compared to
traditional single-point touch sensors and tactile arrays. These sensors are extensively
used in various robot tasks, including sliding detection [32], texture recognition [33],
surface tracking [34], object pushing [35], cable manipulation [36], insertion and
tightening [37], and more.

Through these sensors, previous studies, such as [34, 35], often used tactile textures to
extract handcrafted features, but these features were less effective when dealing with
diversified and complex textured objects.

Recent research has taken a different approach by exploring end-to-end methods for
learning tactile-motor strategies [32, 36, 37]. These methods directly extract
features from tactile images using convolutional neural networks (CNNs), recurrent
neural networks (RNNs), or Transformers, which then guide robot manipulation
strategies. By enhancing the gradient consistency of the neural network, these
methods improve the ability of tactile-motor strategies to generalize across different
objects. Among them, approaches based on Transformer architectures have
demonstrated significant promise. They excel in achieving robust and efficient tactile
perception and manipulation within the field of robotics [38, 39].

In light of the advantages of Transformers in the tactile field, this review aims to
comprehensively introduce the research progress in the tactile field adopting
Transformer architecture, especially in applications with two types of inputs: Visuo-
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Tactile (a.k.a., vision-touch) and Only-Tactile (i.e., touch only). We will delve into
various tasks in the tactile field, such as object recognition, cross-modal generation,
object manipulation, etc. (Sec. 4), and the effects of using Transformer-based models.
Through this article, complemented by the structured overview provided in the mind
map (Fig. 1), we aim to offer a detailed reference resource for researchers in the
tactile field to understand and utilize Transformer architecture and to provide
guidance for future research directions. Additionally, the article will discuss the
challenges faced by Transformer architecture in the tactile field and the direction of
future developments, as outlined in the thematic areas of our mind map.

Fig. 1. Typology of Transformer in Tactile Technology

2 Foundations

In the context of developing Transformer models, two fundamental ideas significantly
contribute to their evolution and progress [40]. First, the self-attention mechanism
allows for capturing long-term dependencies between sequence elements, which is
difficult for traditional recurrent models to achieve. Compared to recurrent models,
the self-attention mechanism can encode these relationships more effectively. Second,
pretraining is another core idea, referring to training on a large-scale labeled or
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unlabeled corpus in a self-supervised or supervised manner, followed by fine-tuning
on relatively small labeled datasets for target tasks [5, 41, 42]. These two ideas have
played a vital role in the development of the Transformer model and have been
widely applied in various Transformer networks.

Next, we will provide a brief introduction to these two key ideas (Sec. 2.1 and Sec.
2.2, respectively), and summarize Transformer networks that apply these ideas (Sec.
2.3). This prior knowledge will assist us in gaining a better understanding of the
Transformer-based models utilized in the tactile field (Sec. 4).

2.1 Self-Attention in Transformers

For an item in a sequence, self-attention estimates the relevance of the item with other
items (for example, which words in a sentence are likely to occur together). Self-
attention is a core component of the Transformer, which is pivotal for modeling the
interactions between all elements in a sequence. Essentially, a self-attention layer
updates each item of the sequence by aggregating global information from the entire
input sequence. Suppose a sequence contains � entities, represented as
�1, �2, …, �� , where � is the embedding dimension used to represent each entity.
The goal of self-attention is to capture the interactions between all � entities by
encoding global contextual information for each entity. This is achieved by defining
three learnable weight matrices for transforming Queries (�� ∈ ℝ�×��), Keys (�� ∈
ℝ�×��) and Values (�� ∈ ℝ�×��). The input sequence � is first projected onto these
weight matrices, obtaining � = ��� , � = ���, and � = ��� . The output � ∈
ℝ�×�� of the self-attention layer is

� = softmax
���

��
�. (1)

For a given entity in the sequence, self-attention first calculates the dot product of the
query with all keys, followed by normalization with the softmax operator to obtain
attention scores. Then, each entity becomes the weighted sum of all entities in the
sequence, where weights are given by the attention scores.

Masked Self-Attention. The standard self-attention layer focuses on all entities. For
the Transformer model [1], which is trained to predict the next entity in the sequence,
the self-attention block used in the decoder is masked to prevent attention to
subsequent future entities. This is simply accomplished by an element-wise
multiplication operation with a mask � ∈ ��×� , where � is an upper triangular
matrix. Masked self-attention is defined as

softmax
��T

dq
∘ � (2)
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where ∘ represents the Hadamard product. Essentially, when predicting an entity in
the sequence, masked self-attention sets the attention scores for future entities to zero.

Multi-Head Attention. To encapsulate the multiple complex relationships between
different items in a sequence, multi-head attention contains multiple self-attention
blocks (in the original Transformer model [1], the number of self-attention blocks
ℎ = 8 ). Each block has its own set of learnable weight matrices {��� , ��� , ���} ,
where � = 0⋯ ℎ − 1 . For the input � , the outputs of the ℎ self-attention blocks in
multi-head attention are then concatenated into a single matrix ��, ��, ⋯��−� ∈
ℝ�×ℎ⋅�� and projected onto a weight matrix � ∈ ℝℎ⋅��×�.

The main difference between self-attention and convolution operations is that the
filters are dynamically computed, rather than static filters in convolutions (which
remain unchanged for any input). Additionally, self-attention is invariant to
permutations and changes in the number of input points. Therefore, it can easily
handle irregular inputs, while standard convolutions require a grid structure.

2.2 (Self) Supervised Pre-training

Transformer models based on self-attention typically employ a two-stage training
mechanism. First, they undergo pre-training on large-scale datasets, which can be
supervised or self-supervised. Subsequently, the pre-trained weights are adapted to
small or medium-sized downstream task datasets.

Examples of downstream tasks in natural language processing include question
answering, while in computer vision, tasks like image classification and object
detection are common. In the fields of NLP and CV, the effectiveness of large-scale
Transformer pre-training has been demonstrated. For instance, the Vision
Transformer model (ViT-L) [12] saw a 13% absolute drop in accuracy on the
ImageNet test set when trained only on the ImageNet training set (which has 50,000
images), compared to pre-training on the JFT dataset (which has 300 million images).

Since obtaining manual labels on a large scale is cumbersome, self-supervised
learning has been very effectively used in the pre-training phase. Self-supervised pre-
training plays a key role in enhancing the scalability and generalization abilities of
Transformer networks, enabling them to train networks with over a trillion parameters
(e.g., Google's Switch Transformer [43]).

Self-supervised learning offers a promising learning paradigm as it enables learning
from large amounts of readily available unlabeled data. In the self-supervised pre-
training phase, the model is trained to learn meaningful representations of underlying
data by solving a pre-task [5]. The pseudo-labels of the pre-task are automatically
generated based on data attributes and task definition (without any expensive manual
annotation). Therefore, defining a pre-task in self-supervision is a key choice.
Existing self-supervised methods can be broadly classified based on their pre-tasks
into (a) generative methods, (b) context-based methods, and (c) cross-modal methods.
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Fig. 2. The architecture of the Transformer model [1]. This model was originally developed for
language translation tasks, where an input sequence in one language needs to be transformed
into an output sequence in another language. The Transformer encoder (middle row) processes
the input language sequence and converts it into embeddings before passing it on to the encoder
modules. The Transformer decoder (bottom row) processes the previously generated outputs in
the translation language and the encoded input sequences from the middle branch, to output the
next word in the output sequence. The previously outputted sequence (used as the input to the
decoder) is obtained by shifting the output sentence to the right by one position and adding a
sentence-start token at the beginning. This shift prevents the model from simply learning to
copy the decoder input to the output. The real data used to train the model is the output
language sequence (without the right shift), with a sentence-end token appended. Blocks
composed of multi-head attention (top row) and feed-forward layers are repeated N times in
both the encoder and the decoder.

2.3 Transformer Model

The architecture of the Transformer model proposed in [1] is shown in Fig. 2. It has
an encoder-decoder structure. The encoder (first row) consists of six identical
modules (denoted as � = 6 in Fig. 2), each containing two sub-layers: a multi-head
self-attention network, and a simple position-wise fully connected feed-forward
network. After each module, residual connections [44] and layer normalization [45]
are used.

It is noteworthy that, unlike conventional convolutional networks which perform
feature aggregation and transformation simultaneously in the same step (e.g., through
a convolutional layer followed by a non-linear operation), in the Transformer model,
these two steps are decoupled, i.e., the self-attention layer only performs aggregation,
while the feed-forward layer performs transformation. Similar to the encoder, the
decoder in the Transformer model (bottom row) also contains six identical modules.
Each decoder module has three sub-layers, the first two (multi-head self-attention and
feedforward) are similar to those in the encoder, while the third sub-layer performs
multi-head attention on the output of the encoder modules.

The original Transformer model [1] was trained for machine translation tasks. The
input to the encoder is a sequence of words (i.e., a sentence) in one language.
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Positional encoding is added to the input sequence to capture the relative positions of
each word in the sequence. The dimension of the positional encoding is the same as
the input, � = 512 , and can be learned or predefined, e.g., through sine or cosine
functions. As an autoregressive model, the Transformer model 's [1] decoder uses
previous predictions to output the next word in the sequence. Therefore, the decoder
takes input from both the encoder and the previous outputs to predict the next word in
the translated language sentence. To facilitate residual connections, the output
dimension of all layers remains the same, i.e., � = 512. The dimensions of the query,
key, and value weight matrices in multi-head attention are set to �� = 64, �� =
64, �� = 64.

3 Datasets

Tactile datasets generally originate from various sensing technologies and can be
categorized based on their characteristics. These datasets can typically be
characterized by sensing modes, sensing resolution, tactile representation, and
application scenarios. Sensing modes refer to the types of tactile information captured
by the dataset, such as force, temperature, or texture. Sensing resolution describes the
dataset's ability to distinguish tactile details. Tactile representation involves how the
dataset expresses tactile information, for example, through pressure maps,
deformation maps, or other sensor data. Application scenarios are specific tactile
applications for which the dataset can be used, such as robotic haptics, virtual reality,
etc. Here are some common tactile datasets:

Multimodal Grasp Dataset [46]. This dataset is designed for robotic manipulation
research, featuring a combination of visual and tactile data. It encompasses 2,550 sets
of valid data, derived from nearly 3,000 test trials using 10 different objects. The
dataset provides a detailed account of both successful and failed grasping attempts,
with a total success rate of 66.27%. It includes tactile data from 16-channel sensors
across 400 steps in 24 seconds, along with visual data consisting of four images per
grasp from two different camera viewpoints. Additionally, it captures the position
sequence of eight motor joints and contains video data comprising two RGB and one
depth video for each grasp. This rich dataset serves as a comprehensive tool for
understanding the nuances of robotic grasping and manipulation, offering valuable
insights into slip detection, and object classification.

ObjectFolder series datasets

 ObjectFolder 1.0 [47]: Introduced in 2021, this dataset includes 100 virtualized
objects, each encoded with visual, auditory, and tactile sensory data. It's primarily
focused on multisensory object recognition tasks and uses a uniform, object-centric,
and implicit representation for each object’s visual textures, acoustic simulations,
and tactile readings. This makes the dataset flexible for use in various applications
like instance recognition, cross-sensory retrieval, 3D reconstruction, and robotic
grasping. However, it is noted for its limited scale and the quality of multisensory
data, which might affect its generalization to real-world scenarios.
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Table 1. Comparative Summary of Different Datasets Used in Tactile Domain Tasks. Each
dataset is evaluated based on several parameters such as the number of object instances, total
touches, data source, application in real-world scenarios, the environment in which data was
collected, and the types of sensors used.

Dataset Object
inst. Touches Source Real-

world Environment Sensor

Multimodal
Grasp [46] 3971 2550 Robot ✓ Tabletop Eagle Shoal

Hand
ObjectFolder 1

[47] 100 N/A Synthetic ✗ N/A DIGIT [31]

ObjectFolder 2
[48] 1000 N/A Synthetic ✗ N/A GelSight

[28]
ObjectFolder-
Real [49] 100 N/A Synthetic ✓ Indoor GelSight

[28]
Touch and Go

[50] 3971 13.9k Human ✓ Indoor GelSight
[28]

 ObjectFolder 2.0 [48]: Launched in 2022, this dataset expands significantly on its
predecessor. It features 1,000 multisensory neural objects, offering a tenfold
increase in the number of objects and substantial improvements in rendering time
and multisensory data quality. These enhancements aim to address the limitations
of OBJECTFOLDER 1.0, particularly regarding scale and data quality.
ObjectFolder 2.0 is used to facilitate research in multisensory learning, particularly
in computer vision and robotics, and supports tasks like object scale estimation,
contact localization, and shape reconstruction.

 ObjectFolder-Real [49]: This dataset contains multisensory measurements for 100
real-world household objects. It builds upon a newly designed pipeline for
collecting 3D meshes, videos, impact sounds, and tactile readings of these objects.
The focus here is on providing a realistic and practical representation of objects,
incorporating data collection processes tailored for each sensory modality. This
dataset plays a crucial role in multisensory object-centric learning, particularly in
tasks like object recognition, reconstruction, and manipulation.

Touch and Go Dataset [50]. This dataset is a rich collection of natural vision-and-
touch signals, featuring approximately 13.9k detected touches and around 3971
individual object instances. Gathered by human collectors in diverse environments, it
encompasses a broad spectrum of objects, both rigid and deformable, located in
diverse settings that include indoor spaces like university buildings and apartments, as
well as outdoor environments such as hiking trails and playgrounds. A significant
feature of this dataset is its use of the GelSight tactile sensor, which records detailed
tactile and visual information. The dataset's diversity, covering a broad range of real-
world scenes and object types, makes it particularly valuable for research in
multimodal learning. It's further enhanced by annotations for material categories and
specific frame tagging, which are crucial for in-depth studies of visuo-tactile
interactions in natural environments.
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The section effectively summarizes various tactile datasets, each tailored for specific
research applications in robotic manipulation and multimodal learning. These datasets,
detailed in Table 1, range from the Multimodal Grasp Dataset with its focus on
robotic manipulation, to the ObjectFolder series that progresses from virtualized
objects to real-world scenarios, and the Touch and Go Dataset that captures natural
vision-and-touch signals in diverse environments. Each dataset contributes unique
insights and data, enriching the field of tactile sensing and offering valuable resources
for research and development in this area.

4 Tasks and Transformers

4.1 Touch-Centric Tasks and Tactile-Only Transformers

Firstly, we review tasks and the corresponding Transformer-based methods that only
use tactile data.

4.1.1 Object Recognition

For the task of object surface recognition, Awan et al. [51] proposed a novel tactile
texture classification method based on the Transformer architecture. In their study, the
authors collected acceleration signals from 9 samples, which, after preprocessing and
normalization, were segmented into 500 sample windows in the time domain as inputs
to the model. After positional encoding, these were fed into three encoder layers, each
with three attention heads. Notably, the model built by the authors only deployed the
encoder module of the transformer, without using the decoder module. Each encoder
layer is identical, containing two sub-layers: a self-attention sub-layer and a
feedforward sub-layer. The feedforward sub-layer uses 1D-CNN and ReLU as the
activation function, followed by a fully connected layer. Additionally, a normalization
layer follows each sub-layer. For predictions, the output of the encoder module is fed
into a Dense layer, followed by a softmax layer. Ultimately, the model proposed by
the authors achieved an average accuracy of 98.87% and an F1 score of 96.89%,
reaching state-of-the-art classification accuracy in texture classification tasks.

4.1.2 Object Manipulation

For the object manipulation task in grasping, non-destructive grasping of deformable
objects has always been a challenge in the field of robotics. Humans can perceive the
physical properties of objects and apply precise forces while grasping fragile targets
to accomplish dexterous and non-destructive operations. To transfer this capability
from humans to robots, an improved Transformer model for processing complete
tactile time series during the grasping process was proposed in [52]. Also, considering
the scarcity of grasping tactile datasets available in the tactile domain compared to
computer vision, the authors also established a tactile dataset of 9375 grasps of 15
types of fruits. The proposed model achieved a fruit recognition accuracy of 97.33%
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Fig. 3. Structural Display of the FruitGrip Transformer and CTF-CycleGAN Models for Object
Manipulation Tasks.

this dataset, surpassing traditional recurrent neural network (RNN) models. The
results suggest that this work could facilitate tactile perception and non-destructive
grasping in robots in agricultural fields, aiding in fruit picking, processing, sorting,
and other related areas. This method also provides a technical reference for other
studies on grasping tactile data.

For the task of manipulating tubular objects like test tubes, developing robots capable
of handling them has the potential to accelerate experimental processes. However, for
robots, learning to process tubular objects with a single perception and bridging the
gap between simulation and reality remains a challenge. For this purpose, Zhao et al.
[53] proposed a Sim2Real transferable hand posture estimation method based on
tactile images, specifically for manipulating tubular objects. The core of this method
is the CTF-CycleGAN model, a novel pixel-level unsupervised domain adaptation
network that cascades CNNs and Transformers, aimed at narrowing the pixel-level
domain differences in tactile tasks by introducing attention mechanisms and task-
related constraints. Eventually, this method was implemented in a reinforcement
learning-based policy learning framework for learning Sim2Real transferable robot
insertion and removal actions, further applied in human-robot collaborative test tube
placement scenarios and robotic pipetting scenes. Experimental results showed that
the learned tactile-motor strategy has generalization capabilities for tubular object
manipulation.
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To better illustrate the FruitGrip Transformer and CTF-CycleGAN models, Fig. 3
depicts their structural designs. As shown, the FruitGrip Transformer model uses a
framework similar to the Visual Transformer (ViT) but with specific adaptations for
tactile data. The model directly projects one-dimensional tactile sequences of 216-
dimensional vectors to a specified dimension and then processes them using a
Transformer encoder. Uniquely, it segments the input sequence regionally, simulating
tactile perception in different parts of a human hand, and then processes it through
Transformer blocks of various scales. This structure helps the model effectively learn
and predict the type and grasping force of fruits, facilitating dexterous manipulation
of deformable objects.

In contrast, the CTF-CycleGAN model combines Convolutional Neural Networks
(CNNs) and Transformers in an encoder-decoder structure. In the encoding phase, it
first uses multiple convolutional layers to extract high-level features from tactile
images, then enhances feature extraction capabilities with a self-attention Transformer
encoder. Its distinguishing feature is the ability to capture global information in tactile
images, focusing on regions with significant features. The decoding phase uses a U-
shaped structure to combine features from the Transformer encoder and CNNs for
image generation.

In summary, the FruitGrip Transformer is primarily focused on precise object
recognition and force prediction through the analysis of tactile time series data, while
the CTF-CycleGAN is dedicated to the generation of high-quality images and
advanced feature extraction, with a specific emphasis on tactile imagery processing.
Although both models incorporate Transformer technology, they are distinct in their
application objectives and structural designs, showcasing the versatility and
adaptability of deep learning in diverse robotic applications.

4.1.3 Others

Compared to other multimedia applications like videos, sounds, and images, the
transmission of tactile signals requires higher reliability and lower latency.
Vibrational tactile signals can represent key elements of rich tactile information, such
as textured surfaces. To transmit these signals to remote locations, and create
immersive and realistic user experiences, the development of an efficient tactile
compression method is needed. In [54], a Transformer-based vibrational tactile signal
codec TVSC was proposed, combining Transformer structure, quantization, and
entropy coding. It is trained end-to-end for the encoder and decoder to achieve
efficient compression of tactile signals. After inverse quantization, the decoder is fine-
tuned to overcome the impact of signal loss caused by quantization. When the
compression ratio is small, the signals reconstructed by TVSC closely match the
original signals. As the compression ratio increases, the quality of the reconstructed
signals slightly decreases and stabilizes. Experimental results show that TVSC
outperforms PVC-SLP [55].
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4.2 Visuo-Tactile Tasks and Visuo-Tactile Transformers

Tasks that combine sight and touch involve the combination of visual and tactile
sensory inputs to carry out different functions or accomplish specific goals. These
tasks led to the development of Visuo-Tactile Transformers.

We review tasks and the corresponding Transformer-based methods that integrate
visual and tactile sensory modes.

4.2.1 Object Recognition

In the field of computer vision, there has been extensive research and application of
object recognition technology. Specifically, 2D and 3D images have been effectively
used for classifying and recognizing objects and their surface properties. For instance,
convolutional neural networks (CNNs) have been successfully applied to signal
recognition processes [56]. Moreover, the application of one-dimensional CNNs and
bidirectional long short-term memory networks (Bi-LSTMs) in-vehicle network
anomaly detection was demonstrated in [57].

Unlike touch-based methods, vision-based methods require the use of optical sensors,
which may be limited by obstructions and lighting conditions [58]. Conversely,
methods that combine both visual and tactile modalities have been proven to
outperform methods using only the visual modality [59].

However, integrating visual and tactile features faces significant challenges. Since
visual and tactile features exist in different feature spaces, it can be challenging for
fusion modules to establish direct interactions between them. Current methods handle
visual and tactile features during the fusion stage but struggle to bridge the significant
gap between these two modalities. For instance, visual data and tactile data vary in
terms of frequency, signal type, and perceptual domain.More specifically, visual
sensors like cameras collect data through low-frequency instantaneous captures, while
tactile sensors acquire data through high-frequency continuous sliding or touching.
The signal type of visual data consists of RGB images composed of pixels, while
tactile data includes various signal types, such as vibration signals, force feedback,
and tactile images. Regarding the perceptual domain, visual perception focuses on the
perception of shape and local color, while tactile perception emphasizes pressure and
roughness. All these differences make it challenging to directly fuse information from
these two modalities.

To address the aforementioned issues, Wei et al. [60] proposed a new visual-tactile
Transformer-based method based on Alignment and Multi-Scale Fusion (AMSF).
First, a visual-tactile contrastive learning module is used to match visual and tactile
data, and then the matched features are fed into a multi-scale fusion module through a
Transformer, achieving deep interaction between the two modalities. By leveraging
these two modules, this method not only aligns visual and tactile modality but also
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Fig. 4. Structural Display of the AMSF-Transformer and VITO-Transformer Models in Object
Manipulation Tasks.

achieves a fusion of multi-scale feature maps. Extensive experiments on three public
datasets (GelFabric [28], LMT [61, 62], and Vitac [22]) demonstrated the superiority
of the proposed method. Subsequently, Li et al. [63], to address the challenge of
fusing visually and tactilely information, designed a visual and tactile information
fusion mechanism based on the Transformer architecture, named VITO-Transformer.
Thanks to this fusion mechanism, the accuracy of object recognition was significantly
improved. In the end, comprehensive comparative experiments were conducted on the
public visual-tactile dataset (ObjectFolder 2.0) and a custom visual-tactile dataset
(700 object visual images and 7 object tactile images), confirming the advantages of
VITO-Transformer and validating the effectiveness of this fusion mechanism
compared to current popular fusion algorithms, bringing innovative solutions to the
field of visual-tactile fusion.

To delve deeper into and compare the AMSF-Transformer with the VITO-
Transformer, Fig. 4 presents their structural details. AMSF utilizes a contrastive
learning approach to align visual and tactile information, followed by multi-scale
fusion using a Transformer. The crux of this model lies in using a visual Transformer
as a dual-modal encoder to process input visual and tactile images. The alignment of
these two representations is achieved through visual-tactile contrastive loss. Its multi-
scale fusion module operates at every layer of the multi-modal encoder, ensuring
effective feature fusion, and ultimately processes the fused features through an MLP
for classification.
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In contrast, The VITO-Transformer model adopts an innovative decoding mechanism
for the fusion of visual and tactile data. The model initially segments and transforms
the input visual image into token embedding sequences, which are then fed into the
Transformer encoder. Additionally, tactile data is converted into tactile image data
and similarly segmented and transformed into token embedding sequences. These
sequences, processed by the Transformer encoder, are subsequently input into the
decoder. The VITO-Transformer's decoder crucially integrates visual and tactile
information by adding an extra layer of multi-head attention operations. This unique
mechanism allows the decoder to combine and process these two different types of
information effectively, generating fused feature information for precise identification
of various objects.

Although both models are dedicated to the fusion of visual and tactile information,
they differ in their implementation methods and structures. AMSF focuses on
information alignment and layered fusion, while VITO-Transformer emphasizes
information fusion through its specialized decoder mechanism. This comparison
reveals the diverse approaches to multi-modal perception in the field of machine
learning, providing valuable insights for future research.

In the field of autonomous driving, to achieve accurate road recognition (object
recognition task for identifying specific roads), a multimodal fusion recognition
network based on the CNN-Transformer structure was proposed in [64]. Specifically,
visual and tactile channels were input into specific channel SE-CNNs, which
emphasized valuable input information to obtain weighted features. These features
were then input into a ``bottleneck'' fusion Transformer encoder and produced
recognition results. Additionally, the authors designed a fusion feature extractor to
enhance fusion representation capabilities and improve fusion accuracy. To test the
model's performance, the authors conducted vehicular field experiments and
established a dataset composed of four types of road surfaces, demonstrating that the
network achieved an accuracy of 99.48% in road recognition tasks, showing its strong
application value.

4.2.2 Cross-Modal Generation

For cross-modal generation tasks, fully capturing the underlying correlations between
multimodal data and generating more accurate tactile data for high-fidelity tactile
rendering remains a challenging issue. To address this, a vision-audio assisted tactile
Transformer model for cross-modal generation of tactile friction coefficients was
proposed in [65]. The model first encodes the time-frequency graph of audio and the
RGB image input of vision to extract joint encoding features. Then, these joint
encoding features are transformed into tactile decoding features by a Transformer
module.After that, the tactile decoding features are used to reconstruct tactile
amplitude and phase spectra. Finally, they are converted into 1-D friction coefficients
through Inverse Short Time Fourier Transform (ISTFT) [66]. This method combines
self-attention mechanisms and convolution operations to more comprehensively
capture the correlations between audio-visual-tactile data. Ultimately, the model was
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evaluated on the LMT tactile materials dataset [56]. Results showed that the proposed
tactile Transformer model outperformed AVHR [67] and convolutional autoencoder
(CAE) methods [68], improving Root Mean Square Error (RMSE) by 28.53% and
33.25%, respectively. Comparative experimental results also indicated that lighting
conditions affect the accuracy of the vision-tactile model, with RMSE for low-light
images being 24.10% higher than for normal images, but the combination of audio
and low-light images could compensate for errors caused by lighting conditions.
Additionally, the tactile Transformer model proposed by the authors achieved a tactile
rendering fidelity of 92.3% compared to AVHR and CAE methods, significantly
enhancing rendering fidelity (p < 0.05). This result was obtained through a specific
statistical significance test, namely the Analysis of Variance (ANOVA). However, the
ability of the model to generate materials for new categories could not be fully
verified due to the unbalanced distribution of different material categories in the
existing datasets.

For specific domain cross-modal generation, models combining visual and tactile
modalities based on the Transformer architecture also play an important role. For
example, in the VR/AR field, a method for generating tactile signals based on the
Transformer network framework was proposed in [69]. This method uses the visual
image of an object's surface as visual data and scanning parameters (scanning speed �,
position �, and normal force �) generated by a pen sliding over the object's surface
as acceleration signals. The acceleration signals are synthesized through a
Transformer-based generation model and a multimodal feature embedding module as
the tactile data for the object's surface. Unlike traditional Transformer structures
applied in NLP, this model replaces the input/output embedding layers with linear
layers to adapt to the size of the encoder/decoder inputs and uses a linear projection
layer to reshape the final output of the decoder to the target size. Especially, this
model also adds self-attention layers, multimodal embedding layers, and feedforward
layers in the latent space to adapt to the multimodal fusion of visual-tactile data. To
evaluate the model's performance, the authors used the aluminum texture as a test
sample and employed a sliding window-based data augmentation strategy to create a
multimodal dataset. Finally, the Root Mean Square Error (RMSE) value for the
selected samples was 0.0082 (SD = 0.0023). In the future, the authors will conduct
user studies to assess the realism of the generated virtual tactile textures and further
integrate the tactile texture modeling and rendering framework with VR/AR devices
to improve the user experience of texture simulation in virtual environments.

4.2.3 Object Manipulation

The object manipulation task is subdivided into four sub-tasks: 1) slip detection, 2)
object grasping, 3) object rotation, and 4) combined manipulation of objects. Each
sub-task's visuo-tactile Transformer architecture models will be introduced in detail.

In object manipulation tasks, slip detection plays a crucial role in dexterous robot
gripping and manipulation and has always been a challenging problem in the field of
robotics. However, due to limitations in perception capabilities, the desired detection
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performance may not be achievable through tactile perception alone. Adding visual
perception is an intuitive solution. Li et al. [70] proposed a vision-tactile learning
method based on deep neural networks to detect slip, highlighting the importance of
vision-tactile fusion perception in slip detection tasks. Compact and multimodal
representations of sensory inputs learned through self-supervised learning can be used
to improve the sample efficiency of policy learning [71]. However, these early fusion
methods, which directly combine features of the visual and tactile modalities, have
been shown to lack the ability to capture modality-specific and cross-modal features
[72]. Furthermore, most of the methods mentioned above are explicitly designed for
tactile sensors with different data formats and sampling rates, leading to significant
limitations in platform generalizability.

To address the inconsistency of vision-tactile sequence learning in slip detection tasks,
Cui et al. [73] proposed a generalized vision-tactile Transformer (GVT-Transformer)
model. Specifically, the GVT-Transformer mainly consists of modality-specific and
cross-modality Transformers, capturing features of specific modalities and cross-
modality, respectively. Experimental results showed that this method not only
outperformed traditional early fusion methods in detection performance but also was
more suitable for non-aligned situations. Slip detection experiments conducted on real
robots also confirmed the Sim2Real generalization capability of the proposed method.

In the object grasping task, safe grasping of deformable objects remains a challenging
task. Loose grasps with small grasping forces can lead to object slip, while large
grasping forces can cause object damage. Additionally, the contact geometry shape
and friction characteristics of an object might affect the optimal grasping force for
safe grasping. To address this issue, a generalizable vision-tactile robotic grasping
method based on the Transformer architecture was proposed in [37]. In this method,
the Transformer model performs two predefined exploration actions (pinching and
sliding), not only predicts the outcome of various grasping intensities using a
multilayer perceptron (MLP) but also enhances its grasp prediction capabilities by
learning physical feature embeddings derived from sensor feedback. Using these
predictions, the gripper can infer safe grasping intensities. To evaluate the model's
performance, the authors first conducted benchmark tests for slip detection tasks on a
public dataset containing 84 everyday objects. The results showed that the model far
surpassed the CNN+LSTM model in terms of grasping accuracy and computational
efficiency. Besides, the authors collected a new dataset containing six types of fruits
(i.e., plums, oranges, lemons, tomatoes, apples, and kiwifruits) for grasping, and used
the model for online grasping experiments on both seen and unseen fruits. Finally, the
authors extended the model to different-shaped objects and demonstrated the
effectiveness of the pre-trained model trained on a large-scale fruit dataset.

In the object rotation task, accurate control of robot finger movements is required, and
tactile feedback must be received and processed in real time to adjust rotation
strategies. For this purpose, a vision-tactile Transformer-based model RotateIt was
proposed in [74]. This model effectively processes multimodal perceptual information
by integrating visual information provided by depth cameras and tactile data from
tactile sensors. The authors first built a dataset of objects with different physical
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properties and random initial postures from EGAD, Google Scanned Objects, YCB,
and ContactDB, with a width/depth/height ratio of less than 2.0. Visual information is
processed by a convolutional neural network (ConvNet), while tactile information is
transformed into a discrete contact point position representation. The RotateIt model
combines these visual and tactile features to achieve multi-axial object rotation based
on fingertip. Experimental results showed that RotateIt could effectively understand
the geometric shape and contact point characteristics of objects, enabling robots to
manipulate objects more naturally and effectively.

In the task of combined manipulation of objects, existing vision-tactile methods
typically use latent representations that are vectors or clusters in �� and do not
utilize the attention architecture [1]. These representations might flatten details and
face difficulties in the locality of the images. These problems are particularly tricky
for manipulation, as the difference between contact and non-contact might be small in
pixel space, or the robot might need significant movement to make contact with an
object. To address this issue, Chen et al. [75] proposed a model for object
manipulation, the Visuo-Tactile Transformer, abbreviated as VTT. This model uses
self-attention mechanisms and cross-modal attention mechanisms to fuse visual and
tactile information and improves feature learning through learned embedding vectors.
The authors also proposed three types of learnable embeddings to enhance model
performance. Finally, the model was combined with reinforcement learning to form a
stable and robust manipulation method. The model was experimentally evaluated on
four simulated robotic tasks (Pushing, Door-Open, Picking, Peg-Insertion) and a real-
world pushing task. Compared to baseline methods such as concatenation and product
of expert (PoE), VTT demonstrated effectiveness in representation learning.

4.2.4 Others

In terms of multimodal representation, Noguchi et al. [76] proposed a model that
learns visual, tactile, and proprioceptive perception to obtain multimodal plastic body
and near-personal space representations. This approach includes three main stages: 1)
encoding of visual, tactile, and proprioceptive perceptions, 2) integration of encoded
perceptions through Transformer architecture utilizing a self-attention mechanism, 3)
reconstruction of visual and tactile perceptions from integrated sensory
representations. The model, focused on a simulated robot arm, facilitates the
development of multimodal and body-centered peripersonal space representation
through tool use, surpassing previous models that offered non-body-centered plastic
body representations. By learning from camera vision, arm touch, and proprioception
of camera and arm postures, it achieves a body representation that localizes tactile
sensations on a concurrently developed peripersonal space representation. This
learning process, especially during tool use, endows the body representation with
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Fig. 5. Taxonomy of Transformer-based Approaches for Tactile Tasks: First divided into
Vanilla Transformer and Transformer + CNN, then further subdivided into Transformer
encoder and Transformer encoder-decoder.

plasticity, allowing it to adapt to changes in interaction brought by tool use while
maintaining an internal spatial coordinate system. The research advances the
understanding of multimodal representation development and the plasticity of self-
body cognition, providing insights into cognitive neuroscience and developmental
robotics.

5 Open Challenges and Future Directions

Despite the outstanding performance and intriguing features of Transformer models
(as discussed in Table 2 and Fig. 5), applying them in practical settings still presents
several challenges. The most significant bottlenecks include the need for large
amounts of training data and the associated high computational costs. There are also
challenges in visualizing and interpreting Transformer models. In this section, we
outline these challenges, mention some recent efforts made to address these
limitations and highlight open research questions.

5.1 High Computational Cost

As discussed in Sec.1, a key advantage of Transformer models is their flexibility to
scale up to high parameter complexity. While this is a notable feature, allowing for
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Table 2. Comprehensive Overview of Transformer-based Approaches for Tactile Tasks,
Including Method Names, Associated Tasks, Utilized Datasets, Evaluation Metrics, and Key
Design Highlights.

Method Task Datasets Metrics Design Highlights

AMSF-
Transformer [38]

Object
Recognition GelFabric, LMT, Vitac Accuracy,

Precision

New alignment strategy,
multimodal contrastive

learning.

VITO-
Transformer [63]

Object
Recognition

OBJECTFOLDER 2.0,
Self-made Dataset

Accuracy,
Precision,
Recall and

F1

Visual-tactile fusion via
Transformer network.

CNN-
Transformer [64]

Object
Recognition

Four different kinds of
roads Dataset Accuracy

Multimodal fusion with
CNN-Transformer,

channel-specific feature
weighting.

Haptic-
Transformer [51]

Object
Recognition

Fabric, steel, plastic
and wood Dataset

Accuracy,
Precision,
Recall and

F1

Transformer model for
tactile texture
classification.

Friction
Coefficient

Transformer [65]

Cross-Modal
Generation

LMT Haptic Material
Dataset

RMSE,
Relative
Error

Self-attention for audio-
visual encoding, tactile
friction generation.

Tactile Signal
Generation
Model [69]

Cross-Modal
Generation

Enhanced HaTT
Dataset RMSE

Visual-tactile input to
simulate tactile textures in

AR/VR.
Generalized
Visual-Tactile

(GVT)
Transformer [73]

Object
Manipulation Visual-Tactile Dataset

Precision,
Recall and

F1

Modality-specific and
cross-modality

Transformers for non-
aligned situations.

TimeTransformer
and ViViT [37]

Object
Manipulation

Slip Detection: 84 daily
objects. Safe Fruit

Grasping: Involving six
different types of fruits.

Accuracy,
Success
Rate

Self-attention for
deformable object tasks,
outperforms CNN+LSTM.

RotateIt [74] Object
Manipulation

EGAD, Google
Objects, YCB,
ContactDB

TTF, RotR,
RotP and
Rotations

Vision-tactile integration,
depth cameras and tactile

sensors fusion.

Visuo-Tactile
Transformer
(VTT) [75]

Object
Manipulation

RGB images, wrist
sensor data

Success
Rate

Self and cross-modal
attention, learnable

embeddings for feature
enhancement.

FruitGrip
Transformer [52]

Object
Manipulation Fruit grasping dataset

Accuracy,
Speed and
Parameters

Processes tactile time
series, tactile dataset

establishment.

CTF-CycleGAN
[53]

Object
Manipulation

Real-world tactile
images Dataset

Success
Rate

Pixel-level domain
adaptation, CNN-

Transformer cascade,
attention mechanisms.

Visuo-Tactile-
Proprioceptive
Transformer [76]

Others Visuo-tactile-
proprioceptive Dataset

PC space
visualizatio

n

Body representation
model with tool-use-
induced plasticity.

Transformer-
based

Vibrotactile
Signal Codec
(TVSC) [54]

Others TUM Dataset and LMT
tactile material Dataset

PSNR,
Compressi
on Ratio

Vibrotactile signal
compression using

Transformer-based codec.
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the training of enormous models, it leads to higher training and inference costs. For
instance, the training time for the base BERT model [5] (with 110 million parameters)
is approximately 1.89 petaflop days, while the GPT-3 model [4] (with 175 billion
parameters) requires an astonishing ~1925 times increase, approximately 3640
petaflop days. This comes with a hefty cost tag; for example, according to an estimate
[77], GPT-3's training could have cost OpenAI 4.6 million. Furthermore, these large-
scale models require significant compression (such as distillation) to be feasible in
real-world settings.

5.2 Large Data Requirement

Because Transformer architectures do not inherently encode inductive biases (i.e.,
prior knowledge) for processing tactile data, they typically require extensive training
to figure out the modality-specific underlying rules. For instance, CNNs have built-in
translation invariance, weight sharing, and local scale invariance due to pooling
operations or multi-scale processing blocks. However, Transformer networks need to
figure out these tactile data-specific concepts from training examples on their own,
leading to longer training times, a significant increase in computational demands, and
the need for large datasets to process.

5.3 Touch-Tailored Transformer Design

It is observed that the majority of previous studies in the field of tactile tasks tend to
directly utilize NLP Transformer models for addressing problems in the tactile
domain. These include architectures designed for object recognition, object
manipulation and especially multi-modal processing. While the preliminary results of
these straightforward applications are quite encouraging and motivate further
exploration of the advantages of self-attention and self-supervised learning, the
current architectures may still be more suited to language problems (using sequential
structures) and require further intuition to make them more effectively applicable to
tactile inputs.

5.4 Hardware Efficient Design

Large Transformer networks can have dense power and computational demands,
hindering their deployment on edge devices and in resource-constrained environments
(such as internet-of-things platforms).

This challenge becomes even more critical in the tactile field, where the need for real-
time haptic feedback imposes stringent requirements on latency and processing speed.
The Tactile Transformer, which facilitates the transmission of touch and manipulation
in real-time over digital networks, demands not only low latency but also high
reliability and rapid processing to simulate real-world physical interactions accurately.
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Recent reports suggest efforts in compressing and accelerating NLP models on
embedded systems like Field-Programmable Gate Arrays (FPGAs) [78]. Li et al. [78]
used an enhanced block circulant matrix-based representation to compress NLP
models and proposed a new FPGA architecture design to efficiently manage resources
for high throughput and low latency. They were able to achieve 27-, 3-, and 81-times
performance improvement (measured in FPS throughput) over the RoBERTa model
[41] on CPU, reducing power consumption and energy efficiency.

To achieve this goal, Wang et al. [79] proposed using a neural architecture search
strategy to design Hardware Aware Transformers (HAT) [80, 81, 82] Specifically, a
SuperTransformer model [79] is first trained as a performance surrogate, capable of
estimating model performance without full training. This model contains the largest
possible model in the search space and shares weights across common parts.
Ultimately, an evolutionary search is performed, considering hardware latency
constraints, to find suitable SubTransformer models [79] for the target hardware
platform (e.g., internet-of-things (IoT) devices, GPU, CPU). However, such
hardware-efficient designs are currently lacking, to enable seamless deployment of
Tactile Transformers on resource-limited devices. Moreover, the search cost of
evolutionary algorithms remains substantial due to the associated environmental
impact of CO2 emissions.

5.5 Towards Integrating All Modalities

Given that transformers provide a unified design to process different modalities,
recent efforts have also focused on proposing more general-purpose, transformer-
based universal reasoning systems. Inspired by biological systems capable of
processing different forms of information, the Perceiver model [83] aims to learn a
unified model that can handle any given input modality without making specific
domain structural assumptions. The perceiver employs an asymmetric cross-attention
approach to distill input information into low-dimensional latent bottleneck features
to scale to high-dimensional inputs. Once features are refined into a compact and
fixed-dimensional form, regular Transformer blocks are applied in the latent space.
The initial Perceiver model demonstrated performance competitive with ResNets [84]
and ViTs [12] in image classification and could handle 3D data, audio, images, videos,
or their combinations. However, the model could only generate fixed outputs like
class probabilities.

A recent improvement, termed Perceiver IO [85], aims to learn models with flexible
inputs and arbitrary-sized outputs. This allows applications to problems requiring
structured outputs, like natural language tasks and visual understanding. While these
models avoid reliance on modality-specific architectural choices, the learning itself
still involves modality-dependent choices, such as specific augmentations or
positional encodings. An interesting and open direction for the future is to achieve
complete modality agnosticism.
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6 Conclusion

This review begins with a detailed introduction to the two fundamental ideas of the
Transformer model and its traditional architecture. It then delves into the application
of the Transformer architecture in various tactile tasks, such as object recognition,
cross-modal generation, and object manipulation. The approaches discussed mainly
fall into two categories: models that rely solely on tactile data and those that integrate
tactile and visual data.

Our exploration encompassed not only the architectural innovations and their
applications but also the challenges and potential future developments. Key
challenges such as the high computational cost, large data requirements, and the need
for touch-tailored Transformer designs were discussed, providing a comprehensive
overview of the current state and prospects of Transformer models in the tactile
domain.

We hope that this effort will further stimulate interest in the tactile community to
harness the potential of Transformer models and to improve their current limitations.
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Abstract. Imputing missing meteorological site temperature data is necessary 

and valuable for researchers to analyze climate change and predict related natural 

disasters. Prior research often used interpolation-based methods, which basically 

ignored the temporal correlation existing in the site itself. Recently, researchers 

have attempted to leverage deep learning techniques. However, these models 

cannot fully utilize the spatiotemporal correlation in meteorological stations data. 

Therefore, this paper proposes a global spatiotemporal attention neural network 

(GSTA-Net), which consists of two sub networks, including the global spatial 

attention network and the global temporal attention network, respectively. The 

global spatial attention network primarily addresses the global spatial correla-

tions among meteorological stations. The global temporal attention network pre-

dominantly captures the global temporal correlations inherent in meteorological 

stations. To further fully exploit and utilize spatiotemporal information from me-

teorological station data, adaptive weighting is applied to the outputs of the two 

sub-networks, thereby enhancing the imputation performance. Additionally, a 

progressive gated loss function has been designed to guide and accelerate GSTA-

Net's convergence. Finally, GSTA-Net has been validated through a large num-

ber of experiments on public dataset TND and QND with missing rates of 25%, 

50%, and 75%, respectively. The experimental results indicate that GSTA-Net 

outperforms the latest models, including Linear, NLinear, DLinear, PatchTST, 

and STA-Net, across both the mean absolute error (MAE) and the root mean 

square error (RMSE) metrics. 

Keywords: Attention mechanism, Deep learning, Neural network, Missing data 

imputing, Meteorological station data, Spatiotemporal correlation. 

1. Introduction 

In the field of meteorology, most accurate temperature data comes from meteorolog-

ical observation stations and is collected by temperature sensors. Complete temper-

ature data can improve the accuracy of meteorologists in weather forecasting and 

climate analysis, and is also an important source of data in agricultural and ecologi-

cal disaster research [1-2,4]. However, due to various issues such as electromagnetic 
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interference, equipment failures, harsh environmental conditions, or manual opera-

tion errors, the data collected by meteorological stations is not always complete [1,3-

4], which hinders relevant scientific research. Therefore, reconstructing or imputing 

missing temperature data is an essential preliminary task in conducting related sci-

entific work and is a problem that urgently needs to be addressed. 

Early models used to fill in missing temperature data mostly were based on inter-

polation methods, which could not fully utilize the temporal correlation of meteoro-

logical station data itself. With the development of machine learning, researchers 

have used models such as expectation maximization (EM) [5], multiple regression 

(MR) [6], and Bayesian networks [7] to fill in missing values. However, these mod-

els can uncover the complex relationships or potential distributions present in mete-

orological station data, leading to hardly utilizing spatiotemporal information within 

meteorological stations data. Although deep learning is a branch of machine learn-

ing, deep learning has the ability to extract complex features and correlations from 

large amounts of data [8]. Meanwhile, due to meteorological station data are time-

series data, researchers have used frameworks based on Long Short-Term Memory 

(LSTM) networks [9] to capture the potential temporal features of station data to fill 

in missing data. However, LSTM based models only handle the temporal correlation 

of individual meteorological stations and cannot effectively utilize the spatial corre-

lation between meteorological stations, leading to insufficient imputing perfor-

mance. Recently, STA-Net proposed by Hou et al. [10] successfully used CNN to 

capture the spatial information between stations, improving the imputing perfor-

mance. But this model still lacked extraction of global spatiotemporal information 

in data. 

Faced with the above-mentioned dilemma, this paper designed a novel global spa-

tiotemporal attention neural network (GSTA-Net), based on the research of Hou et 

al. [10]. The core components of GSTA-Net include feature expression model 

(FEM) used to generate high-dimensional feature vectors, global temporal self-at-

tention mechanism used to obtain global temporal information, and global spatial 

self-attention mechanism used to obtain global spatial information. Additionally, to 

further accelerate the convergence speed of GSTA-Net and reconstruction perfor-

mance, we also designed a new loss function—progressive gated loss function. 

Meanwhile, we conducted abundant experiments on real meteorological datasets—

TND and QND [10]. Results demonstrated that designed GSTA-Net outperformed 

the latest models. In summary, the main contributions of this article are as follows: 

• developing the GSTA-Net, which is a model designed to reconstruct missing data 

from meteorological stations and can effectively harnesses global spatiotemporal 

information, as demonstrated by its enhanced imputing accuracy in experimental 

evaluations; 

• introducing a Feature Expression Model (FEM) that transforms low-dimensional 

meteorological data into high-dimensional feature vectors, and on its basis inte-

grating the global temporal and spatial self-attention modules, which work in tan-

dem to effectively capture and process global spatiotemporal relationships within 

the meteorological station data;  
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• innovating a novel loss function known as the progressive gated loss function, 

which is designed to steer the model's convergence and refine the learning process 

of the FEM, allowing it to effectively distinguish and exclude noise that is irrele-

vant to the global spatiotemporal context. 

2. Related work 

Previous research on modeling missing values in meteorological station data can 

generally be divided into two categories: spatial interpolation methods and data min-

ing-based machine learning methods. 

Space based interpolation methods are according to the mathematical or physical 

properties contained in meteorological station data, and fill in missing values 

through mathematical statistical analysis [11]. They typically include inverse dis-

tance weighting (IDW) [12], kriging [13], and thin plate splines [14] and etc. How-

ever, because of sensitivity to data fluctuations, spatial distance and the number of 

meteorological stations [3], they show a significant performance decline on higher 

missing rate. Even though these methods perform well and fill quickly on low miss-

ing rate.  

To solve above-mentioned problem, researchers started using machine learning 

to mine complex relationships in meteorological station data to fill in missing values. 

Generally, these methods embody EM [5], (MR) [6], Bayesian networks [7], artifi-

cial neural network (ANN) [15] and so on. Although such methods have better miss-

ing value reconstruction performance compared to interpolation methods, they can-

not fully utilize the spatiotemporal correlations in meteorological station data and 

are highly sensitive to data [16], causing a serious decrease in filling accuracy on 

high missing rate.  

To solve above-mentioned problem, researchers have started to use deep learning 

to deal with this issue. For example, Xie et al. [17] used Bi-LSTM to fill in missing 

station temperature data, effectively utilizing the correlations in time series data. But 

it was difficult to capture long-distance dependencies. Nie et al. [18] proposed 

PatchTST to carry out long-term prediction. Although PatchTST solved the global 

dependencies by making use of Transformer [19], it lacked the utilization of spatial 

information. The linear model proposed by Zeng et al. [20] was a time series data 

prediction model, and was not a Transformer architecture. Even so, this model had 

high computational efficiency and could ensure the prediction accuracy of long se-

quence data, it was not suitable for a shorter sequence data. However, the aforemen-

tioned models rarely utilized spatiotemporal information in meteorological station 

data.  

Recently, the STA-Net proposed by Hou et al. [10] addressed this issue. Never-

theless, this model only considers local spatiotemporal correlations, neglecting 

global spatiotemporal information. To solve faced problem, this paper designs a 

global spatiotemporal attention neural network (GSTA-Net). 
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4.2 Analysis of Experimental Results 

Table 1. Results of different models on the TND 

Missing Rate Methods MAE (↓) RMSE (↓) 

25% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

0.3383 

0.3421 

0.3387 

0.1615 

0.1430 

0.1361 

0.8920 

0.9031 

0.8892 

0.4575 

0.4093 

0.3913 

50% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

0.8116 

0.8150 

0.8194 

0.3686 

0.3874 

0.3275 

1.4994 

1.4997 

1.5133 

0.7565 

0.7536 

0.6589 

75% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

1.4608 

1.4571 

1.4590 

0.7950 

0.8819 

0.6522 

2.2011 

2.1893 

2.1935 

1.3386 

1.3496 

1.0573 

Table 2. Results of different models on the QND 

Missing Rate Methods MAE (↓) RMSE (↓) 

25% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

0.3326 

0.3359 

0.3310 

0.1426 

0.1427 

0.1340 

0.8705 

0.8808 

0.8682 

0.4153 

0.4065 

0.3844 

50% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

0.8219 

0.8184 

0.8181 

0.3569 

0.3303 

0.3230 

1.5126 

1.5072 

1.5073 

0.7286 

0.6574 

0.6431 

75% 

Linear 

DLinear 

NLinear 

PatchTST 

STA-Net 

GSTA-Net 

1.4588 

1.4759 

1.4654 

0.7628 

0.6480 

0.5993 

2.1919 

2.2211 

2.2069 

1.2680 

1.0326 

0.9622 
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than FEM. When GSSA and GTSA are integrated into FEM, the best filling perfor-

mance is achieved due to utilizing global spatiotemporal information. 

Table 3. Results of ablation experiment 

Missing Rate Methods MAE (↓) RMSE (↓) 

25% 

FEM 

FEM+GSSA 

FEM+GTSA 

FEM+GSSA+GTSA 

0.1487 

0.1366 

0.1361 

0.1361 

0.4216 

0.3935 

0.3920 

0.3913 

50% 

FEM 

FEM+GSSA 

FEM+GTSA 

FEM+GSSA+GTSA 

0.4154 

0.3489 

0.3527 

0.3275 

0.7989 

0.6932 

0.6985 

0.6589 

75% 

FEM 

FEM+GSSA 

FEM+GTSA 

FEM+GSSA+GTSA 

0.9363 

0.6979 

0.7602 

0.6522 

1.4252 

1.1135 

1.1932 

1.0573 

Table 4. Comparison of efficiency between GSTA-Net and STA-Net 

Missing Rate Model Parameter (M) Time(s/epoch) 

25% 

STA-Net 192.99 102.62 

GSTA-Net 12.33 35.76 

50% 

STA-Net 192.49 87.70 

GSTA-Net 12.50 42.34 

75% 

STA-Net 192.47 84.91 

GSTA-Net 13.23 61.58 

Performance comparison. Because of the GSTA-Net is proposed based on the 

STA-Net, and the previous experiments have demonstrated that GSTA-Net has bet-

ter filling performance compared to STA-Net. This paragraph will demonstrate that 

GSTA-Net has better operational efficiency compared to STA-Net. Table 4 shows 

the number of parameters and training time per epoch required for obtaining the op-

timal model on TND datasets. Obviously, GSTA-Net has a faster convergence speed 

and fewer parameters compared to STA-Net. Therefore, GSTA-Net has better filling 

performance compared to STA-Net. 



 Imputing Missing Temperature Data of Meteorological Stations Based 15 

5. Conclusion and future work 

This paper introduces a novel Global Spatiotemporal Attention Network model 

(GSTA-Net) for imputing missing temperature data in multiple meteorological sta-

tions, by developing three key components: a feature expression model, a global 

spatial attention mechanism, and a global temporal attention mechanism. Extensive 

experimental comparisons demonstrate that GSTA-Net can effectively capture the 

global spatiotemporal information and sustains a comparatively excellent perfor-

mance in imputing missing values, even at high missing rates. Ablation studies cor-

roborate that both attention mechanisms uniquely enhance the effectiveness of miss-

ing value reconstruction. 

The model proposed in this paper shows promise for reconstructing missing tem-

perature data at weather stations and offering theoretical grounding and reference for 

related missing value imputing tasks. However, the GSTA-Net model still has some 

limitations: It mainly concentrates on missing temperature values without addressing 

other meteorological data such as wind speed and precipitation, which indicates a 

potential deficiency in generalization capability. Future work should focus on en-

hancing the dataset, developing more appropriate network architectures and refining 

loss functions to boost the model generalization. This improvement will facilitate 

broader application including support for diverse meteorological data types and ex-

pansion into other domains such as sensor, electrical, and similar data. 
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Abstract. A constrained theoretical model for Generative Adversarial Networks
(GANs) is proposed. This model introduces a GAN structure and training pro-
cess constrained by Directed Graphical Models (DGM) to mitigate issues such as
over�tting, convergence dif�culties, and mode collapse encountered during GAN
training. It addresses the instability and quality concerns of generated samples.
Subsequently, a static constraint method is put forward, utilizing the similarity
of an interpretable measurement scale (EMS) alongside �nal classi�cation met-
rics of generated data across various classi�ers. This approach involves setting
the topology of discriminators (D) and generators (G), where the EMS is used
to measure the constraint strength, thereby mitigating over�tting in the genera-
tion process. Moreover, constraining label sharing features and weight updates
signi�cantly diminishes the likelihood of mode collapse by imposing appropriate
restrictions on the use of label information during generation. This constrained
approach to GANs effectively enhances sample quality and stability.

1 Introduction

Constraints are applied to GANs [1,2] to effectively enhance samples. In terms of con-
straining Generative Adversarial Network(GAN) structures, common methods include
adding regularization terms or limiting the parameter range of networks. Speci�c net-
work topology structures can also be used to constrain the connections between the gen-
erator and discriminator. In terms of constraining GAN loss functions, several methods
have been proposed. For example, additional loss functions can be introduced to con-
strain the learning process of the generator and discriminator, or speci�c loss functions
can be used to balance the diversity and authenticity of generated samples [1].
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Fig. 1.Constrained Theory Model of Generative Adversarial Networks

However, there are still many shortcomings in practical training [1,2,3,4]. Training
instability: The training process of GANs is often unstable and prone to mode collapse
or mode collapse problems. One solution to address the challenges of training models
with limited labeled data is few-shot data augmentation techniques [5,6,7]. This study
proposes a constrained theoretical model for GANs to address the challenges in aug-
menting few-shot data, including generalization, over�tting, and transferability issues.

2 Constrained Theory of Generative Adversarial Networks

To address the issues of over�tting and mode collapse in GANs, various strategies such
as constrained training based on structure and process, parameter optimization, the use
of different loss functions, and regularization have been employed to improve the per-
formance and stability of GANs. In this section, we propose a constrained theory model
for GANs (Figure 1 ) which includes the following components: constrained training
based on the DGM-GAN structure and process to address the instability of training
and the quality of generated samples, static and dynamic constraint GANs which mea-
sure the strength of constraints using EMS to suppress over�tting, and the constraint of
sharing label information in features and weight updates which effectively reduces the
probability of mode collapse and solves the constraint convergence problem of GANs.
The speci�c implementation of these components is described below.
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Table 1.Parameter symbol lookup table

Symbols Meaning Symbols Meaning
G The set of parameters for the

generatorG
� q The q point in the input probability

space represents the node in
 �; q 

D The set of parameters for the
discriminatorD

� j 
 �; j in node

EG Gloss function � Smoothing parameters of the Dirac
function�

ED D loss function 
 �; q The distribution probability in a re-
gion, which represents the number of
nodes� j 2 M n

f j The node weights of the neural
networkD

� G Network parameters for the generator

ef j The node weights of the neural
networkG

� C Network parameters for the classi�er

q Minimal normalized index of KMMD
(index of the current iteration)

� D Network parameters of the discrimi-
nator

q� Maximum normalized index of
KMMD (currently optimized index in
training)

z Noise vector

� The strength of the constraint m The magnitude of the noise vector
N Represents the total number of points� Dirac delta function

2.1 Constrained Training Based on the DGM-GAN Structure and Process

In this section, we design a new neural network architecture and optimization strat-
egy based on the DGM-GAN structure and process to generate adversarial training and
effectively enhance the performance of the discriminator. The parameter symbols are
de�ned in Table 1, and a directed graph model (DGM) [8] is established to analyze
the structure and process of GANs. Different GAN models correspond to different loss
functions, such as GAN [9] and WGAN [10]. In DGM, a latent variable res is de-
�ned, and the relationships between D$ res and G$ res are established by processing
res. Based on the constraint relationships in DGM, formulas for training G and D are
derived. By factorizing these formulas, the formulas for training G and D are further
simpli�ed. Finally, the learning function is obtained by adding constraints during the
learning process. The speci�c details are elaborated below.

Abstracting GAN components into Hilbert spaces [11] enables computational oper-
ations, enhancing performance through structural constraints. Training involves mutual
constraints between the generator (G) and discriminator (D) within this framework,
aiming to prevent over�tting and improve data generation. The Directed Graph Model
(DGM) integrates these constraints, facilitating a structured GAN process that more ac-
curately mimics real data distributions. This approach is supported by theoretical anal-
ysis, demonstrating the effectiveness of such constraints in GAN training. The dynamic
constraint GAN which constrains the training of GAN by Kernel MMD (KMMD) [12].

In summary, constraints are added during the training process to improve the per-
formance of the generator and discriminator. The speci�c implementation is as follows:



4 Songet al.

First, a regularization termR(� G ) is de�ned in this section to measure the constraint
relationship between the generator G and discriminator D, where:� jj � represents the
correlation coef�cient between two network layers. This regularization term can be
calculated using the EMS quanti�cation method as follows:

R(� G ) = SR = mean(
P n

i =0 max � jj � ) (1)

The above constraint conditions are then integrated into the loss function of GAN. For
the generator G,L G; original is the original generator loss function, and� is a hyper-
parameter that controls the strength of the constraint. The loss function is de�ned as
L G = L G; original + �R (� G )

For the discriminator D,L D; original is the original discriminator loss function. The
loss function is de�ned asL D = L D; original + �R (� D )

During the training process, gradient descent is used to optimize the new loss func-
tionsL G andL D . By adding constraint relationships in the loss function, this section
guides the generator and discriminator to learn better parameters, thereby improving
their performance. DGM constraints in GANs modulate G and D training, enhancing
performance and mitigating over�tting, independent of loss function limitations.

2.2 Static and Dynamic Structural Random Constraints

EMS-imposed static and dynamic constraints on GAN mitigate over�tting through R-
SGAN and R-DGAN frameworks, applying theoretical constraints to network struc-
tures [13]. Furthermore, the Dirac delta function limits the accuracy of numerical inte-
gration in the equation. A direct probability integration method is proposed by studying
the distribution of the input probability space and the smoothing method of the Dirac
delta� function [14].

Generating Representative Points and Probability AllocationTo propose a method
for addressing the constraint problem in GANs, this section �rst considers a point se-
lection method based on the Generalized F-Divergence ( GF-divergence) [15]. This
method partitions the input probability space into a set of non-overlapping representa-
tive regions based on Voronoi cells.

First, assume there is a generative adversarial network (GAN) with the generatorG
and discriminatorD controlled by parameters� G and� D , respectively. The goal of this
section is to �nd a method to constrain the training process of GAN in order to generate
better samples in the input probability space. To achieve this, consider partitioning a set
of non-overlapping representative regions in the input probability space
 �;q :


 �;q = f x 2 (R)n : jx � � qj � j x � � j j; 8� j 2 M n ; j 6= qg (2)

These representative regions are used to constrain the generator during the GAN train-
ing process. De�ne a regularization termR (� G ) , which adjusts the distribution of
generated samples in the input probability space� G based on the generator parameters
. To achieve this, de�ne the following regularization term:

R (� G ) =
P Q

q=1 wq
R


 �;q
D (G (z; � G ) ; � D ) dz (3)
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whereQ is the number of representative regions,wq is the weight of theq-th representa-
tive region, andz is the input noise for the generator. By adding the regularization term
R (� G ) to the objective function of the original GAN, with� > 0 as a hyperparameter,
the following optimization problem is obtained:

min
� G

max
� D

Ex � pdata (x ) (logD (x; � D )]

+ Ez� pz (z) (log (1 � D (G (z; � G ) ; � D ))] + �R (� G )
(4)

The regularization term controls the impact of the regularization term on the GAN train-
ing process. By adding the regularization termR (� G ) , this section explores the gen-
eration of better samples by guiding the generator to produce representative regions in
the input probability space, thereby imposing constraints on the generative adversarial
network.

Smoothing the Integral Function to Improve Integration Accuracy In this section,
Gaussian functions and probability density function mappings are used to compute the
responses of random static and dynamic systems. Here,Pq =

R

 �; 1

p� (� ) d� repre-
sents the allocation probability in region
 �;q , andg(� q) andg(� q; t) represent the
mapping outputs of the random static and dynamic systems, respectively:

pY (y;t ) =
P N

q=1

8
><

>:

1
p

2�� 2
e

�
(y � g (� q; t))2

2� 2 Pq

9
>=

>;
(5)

Combining the constraints of GAN, the output of the generator G is regarded as the
response of a random static or dynamic system. The parameters� G of the generator G
are treated as random parameters, and the partitioning of the input probability space
is combined with the GAN training process. Here,wq = Pq=

P N
i =1 Pi represents the

normalized allocation probability. Under this condition, the following loss function is
minimized:

min � G ;� D

�
� Ez� pZ (z) [logD (G (z; � G ) ; � D )] + �R (� G )

	
(6)

where � > 0 is a tunable regularization parameter that balances the quality of the
generator's output with the constraint of the sample distribution in the input probability
space. By incorporating the above loss function into the GAN training process, this
section achieves constraints on the generator's output, thereby generating better samples
in the input probability space.

Static-Dynamic Constrained GAN In this section, a solution called the Static-
Dynamic Constrained GAN is proposed, where the implicit generatorf res serves as
a prede�ned network topology for G and D. The prede�ned topology captures spe-
ci�c network patterns in terms of layers and nodes. Therefore, by quantifying the con-
straint using the EMS, a higher EMS indicates higher similarity between the networks
and stronger constraint from D to G. R-SGAN introduces Isomorphic, Axial, Self-
Symmetric G-D structures, and a quantization method for GANs, integrating static and
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dynamic constraints to re�ne the G-D relationship. First, de�ne a regularization term
R (� G ) to measure the constraint relationship between the generator G and discrimi-
nator D. This regularization term can be calculated using the EMS [16] quantization
constraint method as follows:

R (� G ) = SR = mean(
P n

i =0 max� jj ) (7)

f rate(q; q� ) =
�

0; q � q�

�q � + ( � + � )(q � q� ); q > q� (8)

where� and� are two hyperparameters that control the variation of the dropout rate.
Incorporate the above constraint into the loss function of GAN. For the generator G, the
following loss function is de�ned:

L G = L G;orig + �R (� G ) + f rate (q; q� ) (9)

whereL G;orig is the original generator loss function, and� is a hyperparameter that
controls the weight of the regularization term. For the discriminator D, the original loss
function remains unchanged:

L D = L D;orig (10)

Optimization algorithms, such as gradient descent, minimize loss functions for gener-
ators and discriminators in static and dynamic constrained GAN training, enhancing
sample quality, stability, and model generalization while mitigating over�tting.

2.3 Class Labels Share Characteristics and Weight Update Constraints

The combination of static and dynamic analysis through the random incentive parame-
ter system leads to the proposal of a method called Class Labels Share Characteristics
and Weight Update Constraints (CLSC-WUC) for generating static and dynamic con-
strained GANs. In GAN methods, incorporating class labels can effectively address
the issue of over�tting in generated data by providing additional constraints. However,
in CGAN [17,18], where label information is directly passed to the discriminator, the
constraint effect is not satisfactory [19,20]. The CLSC-WUC method integrates G, D,
and C modules, where C classi�es inputs and imposes conditional constraints on G, en-
hancing sample generation with speci�c class characteristics. The discriminator and the
classi�er are mutually related through shared feature extraction information, as shown
in Figure 1. The noise vector is represented asz, the input image isX, andyX andyG

represent the real label and the label input to the generator, respectively. The label in-
formation only directly affects the generator and does not in�uence the discriminator.
Speci�cally: Firstly, consider a semi-supervised learning scenario where a dataset con-
tains labeled data (X, yX ) and unlabeled dataXu . Our goal is to train a GAN and a
classi�er C by utilizing this information to introduce class information into the GAN
and improve the performance of the classi�er. To achieve this goal, the framework of
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Conditional Generative Adversarial Network (CGAN) is adopted, and the class infor-
mation is incorporated into the optimization objective.

In the training process, constraints are introduced to achieve feature sharing and
weight updating. To do this, the following strategy is adopted: in the forward propaga-
tion process, both the input image X and the generated imageG(z)are fed into the dis-
criminator D and the classi�er C. In this way, the discriminator and classi�er can share
information from the feature extraction layer. In the backward propagation process, the
parameters of the generator G, discriminator D, and classi�er C are updated based on
the loss functionsL D , L G , andL C . This enables weight updating during the train-
ing process. To handle unlabeled data in the semi-supervised learning scenario, only
the contribution of labeled data(X; y X ) is considered when calculating the classi�er
loss functionL C . A mask matrixM A is de�ned to indicate whether the corresponding
true label can be obtained. Then, the mask matrixM A is applied to the classi�er loss
functionL C as follows:

L C (X; y X ; z; yG ; C; G)
= E [logP(C = yX j X )M A ] + E f logP [C = yG j G(z; yG )]g

(11)

The CLSC-WUC method optimizes GANs and classi�ers in semi-supervised learning
by integrating class labels and shared feature information, and applying weight updating
constraints, thus enhancing data quality and classi�er accuracy.

3 Generation Experiment

APT few-shot attack data enhancement is achieved by pre-training GAN models with
attack data, simulating attack-defense systems, and constructing APT data enhancers.

3.1 Experiment Objective

The objective of this experiment is to generate sample �les containing UNSW-
NB15 [20] and KDD Cup 1999 datasets [21].

3.2 Network Structure Construction

As text is a discrete data, the generator is dif�cult to update using gradient descent,
i.e., it is dif�cult to adjust the generator's parameters using backpropagation algorithm.
Additionally, since the generator can only generate partial text, the discriminator is
unable to accurately evaluate incomplete sequences, i.e., the discriminator is unable to
accurately determine whether the text is real or not when only partial text is available.
Therefore, the basic framework will use Seq-GAN. The reward will come from the
discriminator's score for the sequence. The framework diagram is shown in Figure 2.

The Seq-GAN framework employs a reinforcement learning approach, with the gen-
erator as the agent and the discriminator as the environment, enhancing text generation
through LSTM and TextCNN models for sequence evaluation and action generation.
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Fig. 2.Few-shot Reinforcement Learning

3.3 Training Process

By deploying the Directed Graph Model (DGM), the structure and process of GAN are
analyzed, and a constraint function is de�ned to ensure that the relationship between the
generator and the discriminator satis�es an af�ne transformation. The speci�c imple-
mentation methods are summarized as follows: First, let's de�ne the generatorG, which
takes random noisez as input and generates a samplex'. The discriminator D takesx
as input (which can be either a real or generated sample) and outputs the probability
valueD(x), indicating the likelihood ofx being a real sample.The objective is to mini-
mize this loss functionL D . To add the constraint in the training process, we introduce a
latent variableres. We aim to establish an af�ne transformation relationship between D

and G, i.e.,D
�

x
0
�

= a� G (z)+ b, where a and b are learnable parameters. Using SGD
or other algorithms for iterative updates in GAN training with Hilbert space constraints
enhances sample quality while suppressing over�tting and mode collapse.
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Fig. 3.Partial results of security log text generation based on Seq-GAN.

3.4 Generate effects

The generated text is judged using the Target LSTM network with the same loss func-
tion as the unsupervised above. Effect section log text generation effect such as Figure 3.

3.5 Generation Results

The generated text is evaluated using the Target LSTM network, with the same unsu-
pervised loss function as mentioned above. The log text generation results are shown in
Figure 3.

3.6 Experimental Conclusion

By using Seq-GAN to generate corresponding log texts, the problem of limited samples
can be effectively addressed. Similarly, it is also possible to generate data such as binary
�les and network traf�c parameters, thus enhancing the few-shot capability in network
security. This approach has signi�cant implications for threat detection, various attack-
defense scenarios, and cryptographic algorithms.

4 Few-shot APT Data Augmentation Learning Modeling

Iterative training of discriminative and generative models, with weight adjustments
in the D network, generates additional APT attack data, enhancing few-shot learning
against limited samples.

The Wasserstein distance can be expressed as:

W =
1
K

sup
kf kL � K

Ex � Prad[f (x)] � Ex � Pg[f (x)] (12)
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Table 2.Prameter symbol lookup table

Symbols Meaning Symbols Meaning
Pr Distribution of real data Pg The distribution of the generated

data
f ! (x) A collection of functions that

are parameters that are lim-
ited by the scope of parameters
f ! (� c; c]

K The upper limit of Lipschitz's
constant

Ex � P rad Expectations from which to
samplePrad

jf jL The Lipschitz norm of the func-
tion f

To constrain the parameter range of function! and ensuref ! that satis�es Lipschitz
continuity while only slightly �uctuating in local regions, we can de�ne the parameter.
We can derive the loss functions for the generatorG and the discriminatorD:

L (G) = � Ex � Pg[f ! (x)] (13)

L (D) = Ex � Pg[f ! (x)] � Ex � Pr [f ! (x)] (14)

By maximizingL (G) and minimizingL (D), we can train the generator and the dis-
criminator to generate more APT attack data and improve their ability to discriminate
between real and generated data. The few-shot APT data augmentation learning process
can be de�ned as follows:

(1) Initialize the parameters� G and� D for the generatorG (z; � G ) and the discrim-
inatorD (x; � D ).

(2) For each training iterationt = 1 ; 2; : : : ; T :Randomly sample a mini-batch of
training samplesf (x i ; yi )gn

i =1 from the training setT , where .n � N
Randomly sample a mini-batch of noise samplesf zi gn

i =1 from the noise spacez.
Generate a batch of additional samplesf x

0

i = G (zi ; � G )gn
i =1 using the generator

G (z; � G ). Update the discriminator parameters� D to maximize the following objec-

tive function:max � D
1
n

P n
i =1

h
logD (x i ; � D ) + log

�
1 � D

�
x

0

i ; � D

��i

(3) By optimizing the generator and discriminator parameters, we obtain a generator
that can generate additional samples.

(4) Use the training setTand the generated samples to train a classi�er by minimiz-
ing the following loss function:min � C

1
N + n

P N + n
i =1 L (yi ; C (x i ; � C ))+ �R (C), R(C)

here is a regularization term and� > 0 is the regularization parameter.
(5) Use the trained classi�erC (x; � �

C ) for prediction and generalization.
In conclusion, the few-shot APT data augmentation process based on GANs aims

to achieve a Nash equilibrium state where the generated adversarial samples and the
defense strategies reach their optimal points. At this state, the generated adversarial
samples can be considered as the best possible attacks, and the defense strategies can
be considered as the most effective countermeasures.
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Table 3.Sample data

Data Positive sample Negative samples
Original training set 17725 339200
Test the dataset 17718 339207
Synthetic samples 300000 20000
Enhance datasets 317736 359189

Table 4.Generation validity veri�cation

Dataset processing method Accuracy F1-Score
Unaugmented 0.9839 0.9850
SMOTE 0.9920 0.9494
ROS 0.9883 0.9877
GAN 0.9845 0.9846
AC-GAN 0.9989 0.9543
DCGAN 0.9936 0.9932
GADCN 0.9922 0.9922

5 Result Analysis

In the context of effectiveness evaluation, the NIMS(Network Information Management
and Security Group) [22] and USTC-TFC2016 dataset [23] are divided into training
and testing sets (as shown in Table 3 ). The NIMS dataset consists of a total of 35,443
positive �ow samples and 678,407 negative �ow samples, with a ratio of approximately
0.0522 between positive and negative samples. Table 3 displays the number of generated
synthetic samples, as well as the training, testing, and augmentation datasets.

Afterwards, the training set is used to train the few-shot augmentation model. Once
the training process is completed, the trained generator (G) is used to generate synthetic
samples with speci�c labels. Therefore, the trained G network can generate augmented
samples to address the issue of data imbalance in the network dataset. The genera-
tor (post-training) is used to generate new synthetic samples, aiming to address the
data imbalance in the few-shot training set by generating more synthetic samples as
augmentation for positive samples and fewer synthetic samples for negative samples.
The AC-GAN augmented dataset is generated using the AC-GAN method, while the
SMOTE-SVM augmented dataset is generated using the SMOTE-SVM method, which
is a comparative method for arti�cially synthesizing network traf�c data [24].

Finally, the synthesized samples are combined with the training dataset to form the
augmented dataset. The results in this section indicate that the GAN-generated aug-
mented network traf�c dataset, when compared to the original imbalanced dataset and
the arti�cially synthesized SMOTE dataset, improves the performance of supervised
learning classi�cation (Table 4 ).

6 Conclusion

For addressing the challenge of augmenting few-shot data effectively, this article pro-
poses a constrained theoretical model for Generative Adversarial Networks (GANs).
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It incorporates a Directed Graphical Model (DGM)-based structure and process-
constrained training to tackle training instability and enhance the quality of generated
samples. A novel static constraint method is introduced, leveraging the similarity in
an Interpretable Measurement Scale (EMS) and �nal classi�cation metrics of gener-
ated data by imposing topological constraints on discriminators (D) and generators (G)
across various classi�ers. The EMS quanti�es the constraint's strength, effectively mit-
igating over�tting during generation. Additionally, constraints on label feature sharing
and weight updates re�ne the utilization of label information in the generation process,
signi�cantly lowering the risk of mode collapse. Consequently, this paper presents a
GAN-based constrained augmentation approach tailored for few-shot data scenarios.
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Abstract. Deep neural networks are facing security threats from adversarial 
samples, and even the most advanced large-scale language models are still 
vulnerable to adversarial attacks. Moreover, existing defense methods 
against adversarial attacks suffer from issues such as low accuracy in detec-
tion, too much false detection of clean data, and high defense costs. There-
fore, in this paper, we propose WIDDAS: a Word-Importance-Distribution -
based Detection method against Word-Level Adversarial Samples . It com-
prises a detection module and an evaluation module. The detection module 
swiftly identifies potential adversarial samples based on the word im-
portance distribution of the input text. Then the evaluation module attempts 
to restore those samples and evaluates whether they are adversarial, thereby 
filtering out clean data which is non-adversarial. Experimental results 
demonstrate that WIDDAS outperforms the baselines in terms of both de-
tection accuracy for adversarial samples and clean da-ta. Particularly in sce-
nario of Chinese data, the detection accuracy is at least 4.5% higher than 
the best baseline. 

Keywords: Nature Language Processing, Adversarial Samples, Textual De-
fense, Adversarial Detection, Model Robustness. 

1 Introduction  

In recent years, Deep Neural Networks (DNNs) have achieved state-of-the-art perfor-
mance in numerous Natural Language Processing (NLP) tasks [1]. However, several 
studies highlighted the vulnerability of DNNs to adversarial samples [2], which pose a 
significant threat to their robustness. Attackers make the model output wrong result 
through modifying only few keywords in the input text, while human can still under-
stand its original semantic. This method is commonly referred to as word-level adver-
sarial attack, and the modified text is known as adversarial sample. 
 Currently, even the state-of-the-art Large-scale Language Models (LLMs) remain 
vulnerable to adversarial attacks [3][4]. Consequently, the issue of adversarial robust-
ness has draw widely attention. The defense method against adversarial samples be-
come a prominent topic in NLP field. It can be categorized into two types: detection 
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